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1
CALL FORWARDING METHODS AND
SYSTEMS

TECHNICAL FIELD

The disclosure relates to the field of call forwarding meth-
ods and systems, and more particularly, to call forwarding
methods and systems for selectively routing a call to a mobile
device.

BACKGROUND

In their simplest form, voice communications systems
route a voice communication to a destination based upon an
identifier that is associated with the destination. As an
example, telephone networks commonly route telephone
calls to a destination based on a telephone number that is
associated with the destination.

Call forwarding systems have long been used to route
telephone calls to a destination other than the one specified by
the party who initiated the telephone call. In a typical imple-
mentation, a user could program a call forwarding system to
route calls received by the user’s office telephone to a tele-
phone at the user’s home.

It has become commonplace for a single person to use
multiple communications devices that are each associated
with a different telephone number or other identifier. As a
consequence, usage of call forwarding systems has increased,
and the manner in which call forwarding systems are used has
become more complex. For instance, a single user may be
reachable at numbers corresponding to a telephone at their
home, a telephone at their place of employment, a mobile or
non-mobile computer acting as a telephone using software
that implements voice over internet protocol technologies,
one or more mobile telephones that the user carries on the
user’s person, and/or one or more telephones that are inte-
grated into the onboard communication systems of an auto-
mobile. For some users, the effort that must be expended to
manage a call forwarding system could present a barrier to
adoption of the system.

SUMMARY

Disclosed herein are methods and systems for call forward-
ing.

One aspect of the embodiments taught herein is a call
forwarding method that is implemented using a computer.
The method includes storing a profile that is associated with
a mobile communications device and at least one additional
forwarding destination using the computer; receiving a status
indicator; receiving a call that is directed to an identifier that
is associated with the profile; and selectively routing the call
to the mobile communications device or the additional for-
warding destination, based on the status indicator and the
profile.

Another aspect of the embodiments taught herein is a call
forwarding method that is implemented using a computer.
The method includes storing a profile that is associated with
a mobile communications device using the computer; receiv-
ing a location indicator; receiving a status indicator; receiving
a call that is directed to an identifier that is associated with the
profile; determining if the mobile communications device is
within a predetermined range of at least one additional for-
warding destination that is specified by the profile based on
the location indicator; routing the call to the mobile commu-
nications device if the mobile communications device is not
within the predetermined range of the additional forwarding
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destination; and selectively routing the call to the mobile
communications device or the additional forwarding destina-
tion, based on the status indicator, if the mobile communica-
tions device is within the predetermined range of the addi-
tional forwarding destination.

Another aspect of the embodiments taught herein is a call
forwarding method that is implemented using a computer.
The method includes storing a profile that is associated with
a mobile communications device and at least one additional
forwarding destination; receiving a location indicator; receiv-
ing a status indicator, wherein the status indicator indicates
whether a communications signal between the mobile com-
munications device and an external device is active or inac-
tive; receiving a call that is directed to an identifier that is
associated with the profile; determining if the mobile com-
munications device is within a predetermined range of the
additional forwarding destination based on the location indi-
cator; routing the call to the mobile communications device if
the mobile communications device is not within the predeter-
mined range of the additional forwarding destination; and
selectively routing the call to the mobile communications
device or the additional forwarding destination, based on the
status indicator, if the mobile communications device is
within the predetermined range of the additional forwarding
destination.

Another aspect of the embodiments taught herein is a call
forwarding method that is implemented using a computer.
The method includes storing a profile that is associated with
a mobile communications device and at least one additional
forwarding destination using the computer; receiving a loca-
tion indicator from the mobile communications device;
receiving a status indicator from the mobile communications
device, wherein the status indicator indicates whether a com-
munications signal between the mobile communications
device and an external device is active or inactive; requesting
an updated location indicator in response to a change of the
status indicator; receiving a call that is directed to an identifier
that is associated with the profile; determining if the mobile
communications device is within a predetermined range of
the additional forwarding destination based on the location
indicator; and routing the call to the mobile communications
device if the mobile communications device is not within the
predetermined range of the additional forwarding destina-
tion.

BRIEF DESCRIPTION OF THE DRAWINGS

The various features, advantages and other uses of the
present apparatus will become more apparent by referring to
the following detailed description and drawings in which:

FIG. 1 is a diagram showing a call forwarding system
implemented in an example environment;

FIGS. 2-4 are flowcharts showing processes for call for-
warding;

FIG. 5 is a block diagram showing a computer; and

FIG. 6 is a block diagram showing a mobile device.

DETAILED DESCRIPTION

Call forwarding systems can be utilized to reroute a phone
callto a desired destination, which is typically identified by a
telephone number. As a user’s location changes, the user may
wish to change the destination to which their calls are being
forwarded. For certain users, the result is that the user is
tasked with updating their call forwarding settings multiple
times per day. In addition, the user’s location is not always a
sufficient basis from which to determine their call forwarding
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intentions, and systems for providing location information
regarding the user’s location may not be sufficiently accurate
to serve as a sole basis for determining the user’s call for-
warding intentions. The disclosure herein is directed to meth-
ods and systems where the user’s location and/or other cir-
cumstances are utilized as a basis for dynamically rerouting
telephone calls without the need for active management of the
call forwarding system by the user.

As shown in FIG. 1, a call forwarding system 20 includes
a call handler 30 and a call forwarding server 40. The call
handler 30 is connected to a communications network 50 and
routes calls from a calling party 10 to a called party 12 over
the communications network 50.

The calls are selectively routed by the call handler 30 to a
device that is associated with the called party 12 as directed
by the call forwarding server 40. The call forwarding server
40 selectively routes the calls based on information provided
by the called party 12 using a profile management application
60, and information regarding the called party 12 that is
provided by a mobile communications device or a mobile
telecommunications device such as a mobile device 70 that is
associated with the called party 12. The mobile device 70 can
be a cellular telephone. The information provided by the
mobile device 70 can include location information regarding
the called party 12 that is provided by a location service 80 in
the form of a location indicator 74. The information provided
by the mobile device can include status information that is
provided by a status service 90 in the form of a status indicator
72. The status indicator 72 can relate to an external device
100. The calls are selectively routed to the mobile device 70 or
to an additional device, such as one of the first through n”
additional devices 16 that are associated with the called party
12.

Communications Network

The call handler 30 is connected to the communications
network 50. Any suitable type of communications network
now known or later developed can be utilized as the commu-
nications network 50. As one example, all or part of the
communications network 50 can be the Public Switched Tele-
phone Network (PSTN). Wireless communications networks,
such as cellular voice and data networks can form all or part
of the communications network 50. IP based networks such
as the Internet can form all or part of the communications
network 50. The communications network 50 can be multiple
communications networks of different types working
together.

Calling Party

The calling party 10 refers to a person or entity of any type
from which a call originates. Herein the calling party 10 may
also be referred to as the origin of a call or the originator of a
call. The calling party 10 can be or include a device 11
associated with a person or organization that places a call
either manually, or using an automated calling system. The
device 11 can be a communications device or telecommuni-
cations device such as a landline telephone or a cellular tele-
phone.

The term “call” is used to denote a communication that is
directed to an identifier, such as a telephone number, that is
associated with the called party 12. Communications other
than telephone calls are included within the scope of the term
“call”

The identifier to which the call made by the calling party 10
is directed is sometimes referred to herein as a called number.
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The identifier need not, however, be a number. Other identi-
fiers can be used, such as alphanumeric identifiers, depending
upon the system used.

Called Party

The called party 12 refers to a person, entity or system that
is associated with the called number. The mobile device 70
and the first through n™ additional devices 16 are associated
with the called party 12.

The mobile device 70 can be a cellular telephone. Other
types of devices can be used as the mobile device 70. For
example, a tablet computer, a laptop computer, or any other
mobile computing device equipped with telephony hardware
or a software component that is operable to place and/or
receive calls (e.g. a “softphone”) can be used as the mobile
device 70.

The first through n” additional devices 16 can be mobile,
such as a cellular telephone, or non-mobile, such as a land-
line telephone. Other types of devices can be used as the first
through n” additional devices 16. For example, a tablet com-
puter, a laptop computer, or any other mobile computing
device equipped with telephony hardware or a software com-
ponent that is operable to place and/or receive calls (e.g. a
“softphone™) can be used as the first through n” additional
devices 16. The first through n” additional 16 can include a
single device or multiple devices.

Call Handler

The call handler 30 is configured to send and receive com-
munications, such as telephone calls. The call handler 30 can
be configured to receive a telephone call and to selectively
route the call to a desired destination, as directed by the call
forwarding server 40, as will be explained in detail herein.

An incoming call 32 is routed to the call handler 30 by the
communications network 50. The incoming call 32 can be
routed by the communications network 50 on the basis of an
incoming call identifier, such as the called number. The
incoming call 32 is one instance of numerous incoming calls
that are received by the call handler 30, and numerous called
numbers can be routed to the call handler 30 as incoming
calls.

An outgoing call 34 is delivered to the communications
network 50 by the call handler 30. The call handler 30 routes
the outgoing call 34 to a destination. The destination for each
outgoing call 34 is specified by an outgoing call identifier,
such as a telephone number. A telephone number that is
utilized as the outgoing call identifier may be referred to
herein as a forwarding number. The outgoing call 34 is one
instance of numerous outgoing calls that are routed by the call
handler 30, and numerous forwarding numbers can be asso-
ciated with the outgoing calls.

Call Forwarding Server

The call forwarding server 40 can be implemented using a
single computer or multiple computers that are configured to
perform the functions described herein. These functions are
performed using software that is provided to and executed by
the call forwarding server 40. The call forwarding server 40
and the call handler 30 can be implemented as separate sys-
tems in communication with one another, or as a single sys-
tem.

The call forwarding server 40 can include a call manager
42, a profile manager 44, and a plurality of user profiles
including a profile 46. The call manager 42 is comprised of
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software executed by the call forwarding server 40 that is
configured to receive an identifier from the call handler 30
and output an instruction to the call handler 30 as to how the
call should be routed. The identifier can be the incoming call
identifier, such as the called number. The instruction as to how
to route the phone call can be the outgoing call identifier, such
as the forwarding number.

The profile manager 44 of the call forwarding server 40 is
configured to store the profile 46. The user profile 46 is
associated with a specific incoming telephone number. The
profile 46 is associated with a specific mobile communica-
tions device, such as the mobile device 70. This association
can be in the form of a forwarding rule that is configured to
forward an incoming call to the mobile communications
device. The association of the profile 46 with the mobile
device 70 can also be in the form of a forwarding rule that
includes one or more conditions that are based upon status
information or location information relating to the mobile
communications device, as represented by the status indicator
72 and the location indicator 74, respectively. The association
of'the mobile device 70 with the call forwarding server 40 also
allows the call forwarding server 40 to receive the status
indicator 72 and the location indicator 74 from the mobile
device 70 and store them as part of the profile 46 or as data that
is associated with the profile 46.

Upon receiving the incoming call identifier from the call
handler 30, the call forwarding server 40 accesses the profile
46 that is associated with the incoming call identifier. For
example, where the incoming call identifier is the called num-
ber, the call handler 30 accesses the profile 46 that is associ-
ated with the called number. The call forwarding server 40
then determines how to route the call based on information
that is contained within the profile 46.

Each profile 46 includes one or more forwarding rules,
each of which is associated with one or more forwarding
destinations. The forwarding destination can be described by
a telephone number or any other identifier that can be utilized
to route a call. The forwarding rules each include one or more
conditions that must be satisfied in order to forward the
incoming call to the forwarding destination that is associated
with the forwarding rule. Each forwarding rule can specify a
single forwarding destination, or can specify multiple for-
warding destinations, in which case the call can be forwarded
to multiple forwarding destinations concurrently or sequen-
tially if the forwarding rule is satisfied.

The call forwarding server 40 can receive the location
indicator 74 from the location service 80. The profile 46 can
dictate whether the location indicator 74 is to be used to route
the call, and if so, how the call is to be routed using the
location indicator 74. If the location indicator 74 is to be
utilized in routing the call, the call forwarding server 40
receives the location indicator 74 from the location service 80
and then determines how to route the call based on informa-
tion that is contained in the profile 46 and based on the
location information that is received from the location service
80 in the form of the location indicator 74.

The call forwarding server 40 can receive status informa-
tion regarding the mobile device 70 from the status service 90
in the form of the status indicator 72. The profile 46 can
dictate whether the status indicator 72 is to be used to route
the call, and if so, how the call is to be routed using the status
indicator 72. If the status indicator 72 is to be utilized in
routing the call, the call forwarding server 40 receives the
status indicator 72 from the status server 90 and then deter-
mines how to route the call based on information that is
contained in the profile 46 and based on the status informa-
tion.
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The call forwarding server 40 can consider both location
information and status information when determining how to
route the call. If status information and location information
are to be utilized in routing the call, the call forwarding server
40 receives the location indicator 74 from the location service
80, receives the status indicator 72 from the status service 90,
and then determines how to route the call based on informa-
tion that is contained in the profile 46 and based on the
location indicator 74 and the status indicator 72.

The call forwarding server 40 can be configured to consider
additional factors as part of the forwarding rules by which the
call forwarding server determines how to route the call. As
one example, the identity of the calling party 10 can be used
a basis for determining how to route the call. As an example,
the identity of the calling party 10 can be determined by the
call forwarding server 40 on the basis of an identifier, such as
aphone number, associated with the device 11 utilized by the
calling party 10. The identity of the calling party 10 can be
invoked by forwarding rules on an individual basis, for
example, in a forwarding rule that always routes calls from a
specific calling party to the mobile device 70. The identity of
the calling party 10 can be invoked by forwarding rules based
on membership of the calling party 10 in a group, for
example, in a forwarding rule that routes all calls from calling
parties that are members of a “co-workers” group to a device
at the user’s place of business.

Profile Management Application

A profile management application 60 can be provided to
allow the user to interface with the profile manager 44 of the
call forwarding server 40. The profile management applica-
tion 60 can be a web application that is provided by the profile
manager 44 and is accessible using a computer and web
browser, using a handheld mobile device and a web browser
that is installed on the handheld mobile device, or using any
other means for accessing a web application. The profile
management application 60 can be an application that is
installed on a computer, on a handheld mobile device, or on
any other suitable device. The profile management applica-
tion allows the user to establish the profile 46, associate the
mobile device 70 with the profile 46, associate one or more
forwarding destinations with the profile, and define one or
more forwarding rules. Each forwarding rule specifies a for-
warding destination, to which the call is forwarded if the rule
is satisfied, and a condition or set of conditions that must be
satisfied to invoke the forwarding rule.

The profile management application 60 also allows the user
to set geographic locations for use in the forwarding rules.
These locations can be specified by latitude and longitude.
The current position of the mobile device 70 can be used to set
the locations. A map-based interface can be used to set the
locations.

Location Service

The location service 80 is configured to generate the loca-
tion indicator 74 and transmit the location indicator 74 to the
call forwarding server 40. The location service 80 includes
software that is resident on and executed by the mobile device
70. The location service 80 may include a server external to
the mobile device 70 that performs any or all of the functions
of generating the location indicator 74 based on location
information received from the mobile device 70, storing the
location indicator 74, transmitting the location indicator 74 to
the call forwarding server 40, and other related functions. As
an example, the location service 80 could include a server
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external to the mobile device 70 that periodically receives
location information and/or the location indicator 74 from the
mobile device 70, and then relays the location indicator 74 to
other services, such as the call forwarding server 40, upon
receiving a request from the other services.

The location indicator 74 is generated on the basis of sig-
nals received from one or more hardware subsystems of the
mobile device 70. The location information represented by
the location indicator 74 corresponds to the physical location
of the mobile device 70. As an example, the location infor-
mation can be derived by the location service 80 using a
positioning system that is incorporated in the mobile device
70 and output as the location indicator 74. A suitable posi-
tioning system is the Global Positioning System (GPS). As
another example, the position of the mobile device can be
calculated based on signals received from broadcast stations
having fixed geographic locations, for example, cellular
phone towers. Other systems can be utilized.

The location indicator 74 can be in the form of latitude and
longitude coordinates. As an alternative example, the location
information could be processed by the location service 80
into the location indicator 74 in the form of a designation
representing presence of the mobile device 70 within a pre-
determined distance from a point of interest, such as the
user’s home, place of business, school, club, etc. Similar
processing can be performed by the call forwarding server 40.
Any other suitable form can be used for the location indicator
74.

In all of the examples provided in this application the
location service 80 provides the location information and/or
the location indicator 74 only to services that have been
authorized by the user of the mobile device 70 to receive such
information. Additional actions can be taken to protect the
privacy of the user, such as encrypting or anonymizing the
location information and/or the location indicator 74.

Status Service

The status service 90 is configured to generate the status
indicator 72 and transmit the status indicator 72 to the call
forwarding server 40. The status service 90 includes software
that is resident on and executed by the mobile device 70. The
status service 90 may include a server external to the mobile
device 70 that performs any or all of the functions of gener-
ating the status indicator 72, storing the status indicator 72,
transmitting the status indicator 72 to the call forwarding
server 40, and other related functions. As an example, the
status service 90 could include a server external to the mobile
device 70 that periodically receives status information and/or
the status indicator 72 from the mobile device 70, and then
relays the status indicator 72 to other services, such as the call
forwarding server 40, upon receiving a request from the other
services.

The status indicator 72 includes information that can be
used as a basis for determining the user’s call forwarding
intentions, as a supplement or as an alternative to the location
information represented by the location indicator 74. The
status indicator 72 can be generated based on inputs received
by the mobile device 70. Examples of inputs from which the
status indicator can be generated include usage of the mobile
device 70, a locked or unlocked state of the mobile device 70,
connection of the mobile device 70 to a battery charger,
movement of the mobile device 70 as detected by accelerom-
eter inputs, and the status of various subsystems of the mobile
device 70, such as communications subsystems. As an alter-
native or in addition, the status can be generated by one of the
first through n” additional devices 16. For example, where the
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first through n” additional device 16 is a computer, the status
indicator could be generated based on activity of the com-
puter, where an inactive status is assigned if the computer is
locked, logged out, or hasn’t been used within a predeter-
mined time period, and an active status is assigned if the
computer is unlocked, logged in, or has been used within a
predetermined time period.

In a specific example, the status indicator 72 that is
received by the call forwarding server 40 from the mobile
device 70 indicates whether a communications signal
between the mobile device 70 and the external device 100 is
active or inactive. This communications signal can be any
suitable protocol. Specific examples of protocols contem-
plated as the communications signal include Bluetooth and
IEEE 802.11.

One specific example of a device that can serve as the
external device 100 is a communications headset, such as a
headset employing Bluetooth or RF radio technologies,
which is coupled to the mobile device 70 to allow calls to be
placed or received using the audio capabilities of the headset.
When a headset is coupled to the mobile device 70 as the
external device 100, this can serve as a basis for inferring that
the user wishes to receive calls using the mobile device 70. A
related example is a non-headset based hands free telephony
system, such as a vehicle-based hands free communications
system, which can be coupled to the mobile device 70 as the
external device 100.

Another specific example of a device that can serve as the
external device 100 is a wireless network device, such as a
wireless network router. In this case, the status indicator 72
can serve as a secondary indication as to the movement or
location of the user of the mobile device 70. For example,
based on the availability of a specific wireless network, it can
be inferred that the mobile device 70 has changed position.
This position change might not be recognized based on the
location indicator 74, if there are limitations as to the fre-
quency of updates of the location indicator 74 or if there are
limitations regarding the accuracy of the location indicator
74. In this situation, an active communications signal
between the mobile device 70 and the external device 100 can
serve as a basis for determining that a call should be routed to
a forwarding destination other than the forwarding destina-
tion that would be determined on the basis of the location
indicator 74 alone.

Another specific example of a device that can serve as the
external device 100 is an electronic device with a generally
fixed geographic location, such as a personal computer. Pro-
tocols such as Bluetooth can be used to determine that the
mobile device is in the vicinity of the personal computer that
is serving as the external device 100. In this situation, an
active communications signal between the mobile device 70
and the external device 100 in the form of a personal computer
can serve as a basis for inferring that a call should be routed to
a specific forwarding destination that is located in the vicinity
of'the personal computer. An inactive state for the communi-
cations signal between the mobile device 70 and the external
device 100 in the form of a personal computer can serve as a
basis for inferring that a call should not be routed to the
forwarding destination that is located in the vicinity of the
personal computer. This can also be the case where the loca-
tion information 74 would otherwise dictate selecting the
forwarding destination that is located in the vicinity of the
personal computer.

Forwarding Rules

Table I shows example forwarding rules that can be stored
in the profile 46 as a rule set using the profile management
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application 60. The example rules described herein are stated
in functional terms. For example, in rule 1-1, the determina-
tion as to whether “Location=home” is true or false can be
carried out based upon a comparison of latitude and longitude
values for “home” that are encoded in the rule or otherwise
incorporated into the profile 46 with latitude and longitude
values that are encoded in the location indicator 74. Likewise,
the forwarding destination “Home Phone” can be encoded in
the rules or otherwise incorporated into the profile in terms of
an identifier that is usable by the call handler 30 to route the
outgoing call 34, such as a phone number.

The example rules shown in Table I are based solely upon
location. In each of rules 1-1 and 1-2, the forwarding desti-
nation is determined solely on the basis of the location indi-
cator 74. As an example, with reference to Rule 1-1, if the
location of the mobile device 70, as indicated by the location
indicator 74, is within a predetermined distance from the
geographic location that is designated as “home” the forward-
ing destination “Home Phone” is selected, and the outgoing
call 34 is routed to the phone number or other identifier
associated with “Home Phone.” The forwarding rules in the
rule set of Table I can be invoked in order until one is satisfied,
with the first rule satisfied determining the forwarding desti-
nation. A default forwarding destination can be set for use if
no forwarding rules are satisfied, as represented by Rule 1-3.

The result of the example rule set of Table I is that the call
is routed to multiple destinations if the mobile device 70 is not
within a predetermined range of the either of the additional
forwarding destinations specified by Rules 1-1 and 1-2. If the
mobile device 70 is within the predetermined range of one of
the additional forwarding destinations, such as one of the first
throughn” additional devices 16, the call is selectively routed
based on Rules 1-1 and 1-2.

TABLE I

Forwarding

Rule No. Rule Destination

Location = home Home Phone

1-1

1-2 Location = office Office Phone

1-3 [no rules satisfied] Home Phone AND
Office Phone AND
Mobile Device

The example rules shown in Table II are based solely upon
status. In each of rules 2-1 through 2-5, the forwarding des-
tination is determined solely on the basis of the status indica-
tor 72. Thus, in these examples, the call forwarding system 20
selectively routes the call to the mobile device or the forward-
ing destination, based on the status indicator, if the mobile
communications device is within the predetermined range of
the forwarding destination.

As an example, with reference to Rule 2-1, if the status
indicator 72 indicates that a mobile headset is active as the
external device 100, the forwarding destination “Mobile
Device” is selected, and the outgoing call 34 is routed to the
phone number or other identifier associated with “Mobile
Device.” The forwarding rules in the rule set of Table I can be
invoked in order until one is satisfied, with the first rule
satisfied determining the forwarding destination. A default
forwarding destination can be set for use if no forwarding
rules are satisfied, as represented by Rule 2-6 of Table II.

The result of the example rule set of Table I1 is that the call
is selectively routed to the mobile device 70, as specified by
Rules 2-1 and 2-3, or to one or more of the additional for-
warding destinations, as specified by Rules 2-3 through 2-8.
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TABLE II
Forwarding
Rule No. Rule Destination
2-1 Status = wireless headset active Mobile Device
2-2 Status = vehicle-based hands free Mobile Device
communications system active
2-3 Status = mobile device unlocked Mobile Device
2-4 Status = mobile device connected Home Phone
to battery charger
2-5 Status = wireless network “Home” active Home Phone
2-6 Status = wireless network “Office” active Office Phone
2-7 Status = Bluetooth connection with Office Phone
office computer active
2-8 [no rules satisfied] Home Phone AND
Office Phone AND
Mobile Device

The example rules shown in Table III are based upon loca-
tion and status. In each of rules 3-1 through 3-8, the forward-
ing destination is determined on the basis of the status indi-
cator 72 and the location indicator 74. As an example, with
reference to Rule 3-1, if the status indicator 72 indicates that
a mobile headset is active as the external device 100 and the
location indicator 74 indicates that the physical location of
the mobile device 70 corresponds to the location “office,” the
forwarding destination “Mobile Device” is selected, and the
outgoing call 34 is routed to the phone number or other
identifier associated with “Mobile Device.” Alternatively,
with reference to Rule 3-3, if the status indicator 72 indicates
thatamobile headset is inactive as the external device 100 and
the location indicator 74 indicates that the physical location
of the mobile device 70 corresponds to the location “office,”
the forwarding destination “Office” is selected, and the out-
going call 34 is routed to the phone number or other identifier
associated with “Office.”

Together, Rules 3-1 and 3-2 serve as an example of a
situation in which the call forwarding system 20 selectively
routes the call to the mobile device 70 or an additional for-
warding destination, such as one of the first through n” addi-
tional devices 16, based on the status indicator 72, when the
mobile communications device is within a predetermined
range of the additional forwarding destination, as represented
by the location indicator 74.

The forwarding rules in the rule set of Table III can be
invoked in order until one is satisfied, with the first rule
satisfied determining the forwarding destination. A default
forwarding destination can be set for use if no forwarding
rules are satisfied, as represented by Rule 3-9 of Table III.

The result of the example rule set of Table III is that the call
is routed to the mobile device 70 if the mobile device 70 is not
within a predetermined range of either of the additional for-
warding destinations specified by Rules 3-1 through 3-8. The
call is selectively routed to either of the mobile device 70, as
in Rules 3-2, 3-4, 3-6, and 3-8 or one of the additional for-
warding destinations specified by Rules 3-1, 3-3, 3-5, and 3-7
based on the status indicator 72, when the mobile device 70 is
within the predetermined range of the additional forwarding
destinations specified by those rules.

TABLE III
Forwarding
Rule No. Rule Destination
3-1 Location = home AND Status = Home Phone

wireless headset inactive
Location = home AND Status =
wireless headset active

3-2 Mobile Device
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TABLE IlII-continued TABLE V-continued
Forwarding Forwarding
Rule No. Rule Destination Rule No. Rule Destination
3-3 Location = office AND Status = Office Phone 5 5-5 Status = Mobile Device Usage in Last Mobile Device
wireless headset inactive 5 Minutes
3-4 Location = office AND Status = Mobile Device 5-6 Status = wireless headset active Mobile Device
wireless headset active 5-7 Status = Bluetooth connection with office Office Phone
3-5 Location = office AND Status = wireless Office Phone computer active
network “Break Room” inactive 5-8 Location = home Home Phone
3-6 Location = office AND Status = wireless Mobile Device 10 5-9 Location = office Office Phone
network “Break Room” active 5-10 [no rules satisfied] Mobile Device
3-7 Location = office AND Status = Bluetooth Office Phone
connection with office computer active .
3-8 Location = office AND Status = Bluetooth Mobile Device The example rules and rule sets described above are rep-
connection with office computer inactive resentative of the types of rules that could be utilized by the
3-9 [no rules satisfied] Home Phone AND 15 11 f di 40 basis for d s h
Office Phono AND call forwarding server 40 as a basis for etermmu}g ow.to
Mobile Device forward calls. The concepts above can be combined with
other types of rules. Other suitable types of rules and rule sets
. . can be utilized.
The example rule set shown in Table IV includes rules that
are based upon location or status. In each of rules 4-1 through ,, System Operation
4-8, the forwarding destination is determined on the basis of
either the status indicator 72 or the location indicator 74. By Initially, the user of the call forwarding system 20 creates
processing the rules in sequence, the call forwarding system the profile 46. This can be done using the profile management
20 selectively routes the call to the mobile device 70 or the application 60. The profile is associated with an identifier,
additional forwarding destinations, such as one of the first 25 such as a telephone number that directs calls to the call for-
through n” additional devices 16, based on the status indica- ~ warding system 20. During creation or later modification of
tor 72 and the location indicator 74. As an example’ in a the proﬁle 46, the mobile device 70 is associated with the
. th o, :
system that processes the rules of Table IV in sequence, Rule profile 46,.and th? first through n* additional devices 16 are
4-6 is invoked if Rules 4-1 through 4-5 are not satisfied, based also assomatgd with the profile 46. The user defines one or
30 more forwarding rules that are stored as a part of the profile 46

on the status indicator 72, and Rule 4-6 is satisfied, based on
the location indicator 74.

TABLE IV
Forwarding
Rule No. Rule Destination
4-1 Status = wireless headset active Mobile Device
4-2 Status = vehicle-based hands free Mobile Device
communications system active
4-3 Status = wireless network “Home” active Home Phone
4-4 Status = wireless network “Office” active Office Phone
4-5 Status = Bluetooth connection with Office Phone
office computer active
4-6 Location = home Home Phone
4-7 Location = office Office Phone
4-8 Location = park Mobile Device
4-9 [no rules satisfied] Mobile Device

The example rule set shown in Table V includes rules that
are based upon location and status, and also includes rules
thatare based on factors other than location and status. In each
of rules 5-1 through 5-9, the forwarding destination is deter-
mined on the basis of the status indicator 72, the location
indicator 74, or an additional factor. By processing the rules in
sequence, the call forwarding system 20 selectively routes the
call to the mobile device 70 or the additional forwarding
destination, such as one of the first through n” additional
devices 16, based on the status indicator 72, the location
indicator 74, and the additional factors.

TABLEV
Forwarding
Rule No. Rule Destination
5-1 Time = 10:00 PM - 8:00 AM Voicemail
5-2 CallerGroup = “coworkers” Office Phone
5-3 Caller = Boss Voicemail
5-4 Status = Accelerometer Motion Detected Mobile Device
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for later use by the call forwarding system 20 for selectively
routing calls to the mobile device 70 or to one of the first
through n” additional devices 16.

After the profile 46 is established, normal operation of the
call forwarding system 20 commences. In one mode of opera-
tion, as shown in FIG. 2, the call forwarding server 40
receives the location indicator 74 from the mobile device 70
in operation S201 and stores the location indicator 74 in
association with the profile 46. In operation S202, the call
forwarding server 40 receives the status indicator 72 from the
mobile device 70 and stores the status indicator 72 in asso-
ciation with the profile 46. Operations S201 and S202 do not
necessarily occur in the order described, and do not necessar-
ily occur with the same frequency.

In operation S203 a determination is made as to whether a
call has been received. Operations S201 and S202 are be
performed periodically if no call is received, as represented
by a “NO” determination in operation S203. As used herein
“periodically” does not necessarily require that the actions be
performed at fixed temporal intervals, although this could be
the case. Instead, “periodically” means that the actions occur
from time to time. For example, operations S201 and S202
could occur as a result of the mobile device 70 sending the
status indicator 72 and the location indicator 74 only when the
indicator changes value. In another example, the location
indicator 74 and/or the status indicator 72 can be changed
based on an age of the information, such as by deleting the
indicator after a selected time period.

Ifa call is received, as represented by a “YES” determina-
tion in operation S203, the process proceeds to operation
S204. In operation S204, the call is forwarded based infor-
mation contained in the profile 46, such as the forwarding
rules, as previously discussed.

In another mode of operation, as shown in FIG. 3, a deter-
mination is made as to whether a call is received in operation
S301. This continues until a “YES” determination is made,
and the process proceeds to operation S302.
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In operation S302, the call forwarding server requests the
status indicator 72 and the location indicator 74 from the
mobile device 70. In response to the request made in opera-
tion S302, the call forwarding server 40 receives the location
indicator 74 from the mobile device 70 in operation S303 and
stores the location indicator 74 in association with the profile
46. In response to the request made in operation S302, the call
forwarding server 40 receives the status indicator 72 from the
mobile device 70 in operation S304 and stores the status
indicator 72 in association with the profile 46.

In operation S305, the call is forwarded based information
contained in the profile 46, such as the forwarding rules, as
previously discussed.

In another mode of operation, as shown in FIG. 4, the call
forwarding server 40 receives the location indicator 74 from
the mobile device 70 in operation S401 and stores the location
indicator 74 in association with the profile 46. In operation
S402, the call forwarding server 40 receives the status indi-
cator 72 from the mobile device 70 and stores the status
indicator 72 in association with the profile 46. Operations
S401 and S402 do not necessarily occur in the order
described, and do not necessarily occur with the same fre-
quency.

In operation S403, the call forwarding server 40 deter-
mines whether the status indicator 72 has changed. In
response to a change in the status indicator, in operation S404,
the call forwarding server 40 sends a request to the mobile
device 70 for an updated location indicator.

In operation S405 a determination is made as to whether a
call has been received. If a call is received, as represented by
a “YES” determination in operation S405, the process pro-
ceeds to operation S406. In operation S406, the call is for-
warded based on information contained in the profile 46, such
as the forwarding rules, as previously discussed.

Implementation

The call handler 30, the call forwarding server 40, the
location service 80 and the status service 90 can be imple-
mented in the form of one or more machines or devices
capable of performing the described functions. These devices
could be or include a processor, a computer, specialized tele-
communications hardware or any other device. The described
functionality can be embodied in software instructions that
are executable by the device or devices.

As used herein, the term “computer” means any device of
any kind that is capable of processing a signal or other infor-
mation or instructions. Examples of computers include, with-
out limitation, an application-specific integrated circuit
(ASIC) a programmable logic array (PLA), amicrocontroller,
a digital logic controller, a digital signal processor (DSP), a
desktop computer, a laptop computer, a tablet computer, and
a mobile device such as a mobile telephone. A computer does
not necessarily include memory or a processor. A computer
may include software in the form of programmable code,
micro code, and or firmware or other hardware embedded
logic. A computer may include multiple processors which
operate in parallel. The processing performed by a computer
may be distributed among multiple separate devices, and the
term computer encompasses all such devices when config-
ured to perform in accordance with the disclosed embodi-
ments.

An example of a device that can be used as a basis for
implementing the systems and functionality described herein
is a computer 1000, as shown in FIG. 5. The computer 1000
can be any suitable computer. As an example, the computer
1000 includes a processor such as a central processing unit
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(CPU) 1010 and memory such as RAM 1020 and ROM 1030.
A storage device 1040 can be provided in the form of any
suitable computer readable medium, such as a hard disk drive.
One or more input devices 1050, such as a keyboard and
mouse, a touch screen interface, etc., allow user input to be
provided to the CPU 1010. A display 1060, such as a liquid
crystal display (LCD) or a cathode-ray tube (CRT), allows
output to be presented to the user. A communications inter-
face 1070 is any manner of wired or wireless means of com-
munication that is operable to send and receive data or other
signals using the communications network 50. The CPU
1010, the RAM 1020, the ROM 1030, the storage device
1040, the input devices 1050, the display 1060 and the com-
munications interface 1070 are all connected to one another
by a bus 1080.

The mobile device 70 can be a cellular telephone 1100, as
shown in FIG. 6. The cellular telephone 1100 can include a
processor such as a central processing unit (CPU) 1110 and
memory such as RAM 1120 and ROM 1130. A storage device
1140 can be provided in the form of any suitable computer
readable medium, such as a hard disk drive. One or more input
devices 1150, such as a keypad, a touch screen interface, etc.,
allow user input to be provided to the CPU 1110. A display
1160, such as a liquid crystal display (LCD), allows output to
be presented to the user. A communications interface 1170
includes one or more voice and data communications inter-
faces of any type now known or later conceived. A telephony
subsystem 1180 provides functions necessary for placing and
receiving telephone calls. A location subsystem 1190 is used
to determine the physical location of the cellular telephone
1100, such as by latitude and longitude. As an example, the
location subsystem 1190 could be a satellite navigation
receiver that is operable to utilize a satellite navigation sys-
tem. One example of a suitable satellite navigation system is
the Global Positioning System (GPS). The CPU 1110, the
RAM 1120, the ROM 1130, the storage device 1140, the input
devices 1150, the display 1160, the communications interface
1170, the telephony subsystem 1180 and the location sub-
system 1190 are all connected to one another by a bus 1195.

While a single calling party 10, called party 12, and profile
46 have been described, it should be understood that numer-
ous called parties can establish profiles using the call forward-
ing server 40, and numerous calling parties will contact one or
more called parties. The call forwarding system 20 can be
scaled as necessary to handle a large volume of calls simul-
taneously.

While the disclosure is directed to what is presently con-
sidered to be the most practical embodiments, it is to be
understood that the invention is not to be limited to the dis-
closed embodiments but, on the contrary, is intended to cover
various modifications and equivalent arrangements included
within the spirit and scope of the appended claims, which
scope is to be accorded the broadest interpretation so as to
encompass all such modifications and equivalent structures as
is permitted under the law.

The invention claimed is:

1. A method comprising:

storing, by a computer, a profile that is associated with a
mobile communications device;

receiving, by the computer, a location indicator;

receiving, by the computer, a status indicator indicating a
movement of the mobile communications device
detected by an accelerometer of the mobile communi-
cations device;

receiving a call that is directed to an identifier associated
with the profile;
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determining if the mobile communications device is within
apredetermined range of at least one additional forward-
ing destination that is specified by the profile based on
the location indicator;

if the mobile communications device is not within the

predetermined range of any of the at least one additional
forwarding destination, routing, by the computer, the
call to the mobile communications device; and

if the mobile communications device is within the prede-

termined range of the at least one additional forwarding
destination, selectively routing, by the computer and
based on the status indicator, the call to the mobile
communications device or to the at least one additional
forwarding destination, wherein selectively routing the
call to the mobile communications device or to the at
least one additional forwarding destination comprises:
if the status indicator indicates that the mobile commu-
nications device is moving, routing the call to the
mobile communications device.

2. The method of claim 1, wherein the location indicator
includes latitude and longitude information for the mobile
communications device.

3. The method of claim 1, wherein the identifier is a tele-
phone number.

4. The method of claim 1, wherein selectively routing the
call to the mobile communications device or to the at least one
additional forwarding destination comprises:

if the status indicator indicates that the mobile communi-

cations device is not moving, routing the call to one or
more of the at least one additional forwarding destina-
tion.

5. A method comprising:

storing, by a computer, a profile that is associated with a

mobile communications device and at least one addi-
tional forwarding destination using the computer;
receiving, by the computer, a location indicator;
receiving, by the computer, a status indicator, wherein the
status indicator indicates whether a communications
signal between the mobile communications device and
an external device is active or inactive;

receiving a call that is directed to an identifier that is asso-

ciated with the profile;

determining, by the computer, if the mobile communica-

tions device is within a predetermined range of the at
least one additional forwarding destination based on the
location indicator;

if the mobile communications device is not within the

predetermined range of the at least one additional for-
warding destination, routing, by the computer, the call to
the mobile communications device; and

if the mobile communications device is within the prede-

termined range of the at least one additional forwarding
destination, selectively routing, by the computer and
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based on the status indicator, the call to the mobile
communications device or to the at least one additional
forwarding destination.
6. The method of claim 5, wherein selectively routing, by
the computer and based on the status indicator, the call to the
mobile communications device or to the at least one addi-
tional forwarding destination comprises routing the call to the
mobile communications device if the status indicator indi-
cates that the communications signal between the mobile
communications device and the external device is active.
7. The method of claim 6, wherein the external device is a
communications headset.
8. The method of claim 6, wherein the external device is a
vehicle-based hands free communications system.
9. The method of claim 6, wherein the external device is a
wireless network device.
10. The method of claim 5, wherein selectively routing, by
the computer and based on the status indicator, the call to the
mobile communications device or to the at least one addi-
tional forwarding destination comprises routing the call to the
mobile communications device if the status indicator indi-
cates that the communications signal between the mobile
communications device and the external device is inactive.
11. The method of claim 10, wherein the external device is
a personal computer.
12. The method of claim 10, wherein the external device is
a wireless network router.
13. The method of claim 5, wherein the identifier is a
telephone number.
14. A method comprising:
storing, by a computer, a profile that is associated with a
mobile communications device and at least one addi-
tional forwarding destination using the computer;

receiving, by the computer, a location indicator from the
mobile communications device;

receiving, by the computer, a status indicator from the

mobile communications device, wherein the status indi-
cator indicates whether a communications signal
between the mobile communications device and an
external device is active or inactive;

requesting, by the computer, an updated location indicator

in response to a change of the status indicator;
receiving a call that is directed to an identifier that is asso-
ciated with the profile;

determining, by the computer and based on the updated

location indicator, if the mobile communications device
is within a predetermined range of the at least one addi-
tional forwarding destination; and

if the mobile communications device is not within the

predetermined range of the at least one additional for-
warding destination, routing, by the computer, the call to
the mobile communications device.

15. The method of claim 14, wherein the identifier is a
telephone number.



